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DEPARTMENT OF ENVIRONMENTAL QUALITY 

PIEDMONT REGIONAL OFFICE 
Molly Joseph Ward 4949A Cox Road, Glen Allen, Virginia 23060 

Secretary of Natural Resources (gQ4) 527-5020 Fax (804) 527-5106 

www.deq.virginia.gov 

April 25,2017 

Mr. Bryan Bates 
Plant Manager 
Georgia-Pacific Wood Products LLC - Emporia Plywood 
634 Davis St. 
Emporia, VA 23847 

Location: Greensville County 
Registration No: 50283 

Dear Mr. Bates: 

Attached is a significant modification to your permit to operate your plywood 
manufacturing facility pursuant to 9 VAC 5 Chapter 80 of the Virginia Regulations for the 
Control and Abatement of Air Pollution. This permit incorporates provisions from the permit 
dated September 18,2013. 

The permit contains legally enforceable conditions. Failure to comply may result in a 
Notice of Violation and civil penalty. Please read all permit conditions carefully. 

In evaluating the application and arriving at a final decision to issue this permit, the 
Department deemed the application complete on September 30, 2016 and solicited written public 
comments by placing a newspaper advertisement in the Independent Messenger newspaper on 
March 22, 2017. The thirty day comment period (provided for in 9 VAC 5-80-270) expired on 
April 24, 2017 with no comments having been received in this office. 

This approval to operate does not relieve Georgia Pacific Wood Products LLC ofthe 
responsibility to comply with all other local, state, and federal permit regulations. 

Issuance of this permit is a case decision. The Regulations, at 9 VAC 5-170-200, provide 
that you may request a formal hearing from this case decision by filing a petition with the Board 
within 30 days after this permit is mailed or delivered to you. Please consult that and other 
relevant provisions for additional requirements for such requests. 

David K. Paylor 
Director 

Jeffery Steers 
Regional Director 
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Additionally, as provided by Rule 2A:2 of the Supreme Court of Virginia, you have 30 
days from the date you actually received this permit or the date on which it was mailed to you, 
whichever occurred first, within which to initiate an appeal to court by filing a Notice of Appeal 
with: 

David K. Paylor, Director 
Department of Environmental Quality 
P.O. Box 1105 
Richmond, Virginia 23218-1105 

In the event that you receive this permit by mail, three days are added to the period in 
which to file an appeal. Please refer to Part Two A of the Rules of the Supreme Court of 
Virginia for additional information including filing dates and the required content ofthe Notice 
of Appeal. 

I f you have any questions concerning this permit, please call the Piedmont Regional 
Office at (804) 527-5020. 

Sincerely, 

/ 

Attachment: Permit 

cc: Air Inspector, DEQ Air Compliance 
Chief, Permits and Technical Assessment Branch (3AP11), U.S. EPA, Region III 



C O M M O ^ ^ ^ 

Molly Joseph Ward 
Secretary of Natural Resources 

DEPARTMENT OF ENVIRONMENTAL QUALITY 
PIEDMONT REGIONAL OFFICE 

4949A Cox Road, Glen Allen, Virginia 23060 
(804) 527-5020 Fax (804) 527-5106 

www.deq.virginia.gov Jeffery Steers 
Regional Director 

David K. Paylor 
Director 

Federal Operating Permit 
Article 1 

Tbis permit is based upon the requirements of Title V of the Federal Clean Air Act and Chapter 80, Article 1 of the 
Commonwealth of Virginia Regulations for the Control and Abatement of Air Pollution. Until such time as this 
permit is reopened and revised, modified, revoked, terminated or expires, the permittee is authorized to operate in 
accordance with the terms and conditions contained herein. This permit is issued under the authority of Title 10.1, 
Chapter 13, §10.1-1322 of the Air Pollution Control Law of Virginia. This permit is issued consistent with the 
Administrative Process Act, and 9 VAC 5-80-50 through 9 VAC 5-80-300, ofthe State Air Pollution Control Board 
Regulations for the Control and Abatement of Air Pollution of the Commonwealth of Virginia. 

Authorization to operate a Stationary Source of Air Pollution as described in this permit is hereby granted to: 

This permit includes the following programs: 
Federally Enforceable Requirements - Clean Air Act (Pages 1 through 36) 

July 1.2014 
Effective Date 

April 25.2017 
Significant Modification Date 

June 30. 2019 
Expiratipn Date 

Permittee Name: 
Facility Name: 
Facility Location: 

Georgia-Pacific Wood Products LLC 
Georgia-Pacific Wood Products LLC - Emporia Plywood 
634 Davis Street 
Emporia, Virginia 23847 

Registration Number: 50283 
Permit Number: PRO50283 

KM&lvgp-Winter, P.E. 
Deputy Regional Director 

Significant Modification Signature Date 

Table of Contents, 1 page 
Permit Conditions, 36 pages 
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F ^ ^ t v l ^ ^ o r ^ ^ ^ ^ 

Permittee 

Georgia-Pacific Wood Products LLC-Bmporia Plywood 
634 Davis Street 
Emporia,Virginia 23847 

Responsible Official 
Bryan Bates 
Plant Manager 

Facility 
Georgia-Pacific Wood Products LLC-Bmporia Plywood 
634 Davis Street 
Bmporia,Virgima 23847 

Contact Person 
R êvin messier 
Facility Environmental Leader 
(434^634-5123 

C ^ ^ - P ^ ^ e ^ ^ ^ N ^ ^ e r : 5 1 - 0 8 1 - 0 0 

F ^ ^ D e s e r ^ t ^ N ^ 
SlC2436-SoftwoodPlywoodManufacturing 

TTiefacilitymanufactures3^sottwoodplywood. Thefacility^spr^^ 
received in the log yard. The logs are cut to size, deharked and then soaked to loosen fihersfor 
peeling in the lathes. The green veneeris then sorted, clipped, and dried in one ofthe three 
direct-fired veneer dryers. The veneer dryers are indirectly heated using steam generated hy the 
holler. The moisture removed from the veneers containsasignificant amount ofVCCs. Any 
residuals from the veneer cuttingprocess are chipped fi^ruse in the steam holler orfor shipment 
off-site. 

T^e dried veneerpanels are glued and pressed in one ofthe three plywood presses. In addition 
to green veneer dried on-site, thefacility also purchases dried veneer from outside sources to 
increase theirpressed production rate. The plywood hoards are then cooled and transported to 
the plywood trim panel saw to trim the edges. Sawdust generated from this process is collected 
inavacuum system located ahove each saw,and transported to the Central DryWaste System. 
Finished packs ofpanels are stenciled wim the Georgia-Pacific logo and shipped off-site via 
truck orrail. 

ThefacihtyisaTitleVmajor source ofPM,PM^,PM^^,NGx, and CD emissions and is alsoa 
PSD-sized major source due to the permitted emissions limits from its wood-fired hollers and 
dryers. It is located in an attainment areafor all pollutants. 
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The facility is subject to 40 CFR 63 MACT Subpart DDDDD, National Emission Standards for 
Hazardous Air Pollutants for Major Sources: Industrial, Commercial, and Institutional Boilers 
and Process Heaters; and 40 CFR 63 MACT Subpart DDDD, National Emission Standards for 
Hazardous Air Pollutants: Plywood and Composite Wood Products. The facility is in 
compliance with MACT Subparts DDDD and DDDDD. 

The facility's two existing NSR permits were combined into one NSR permit issued on 
September 18,2013. 
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F u e l B u ^ ^ ^ u ^ ^ e ^ ^ ^ u ^ e ^ e ^ ^ ^ O O ^ F ^ e ^ B ^ 
(emission ^ t ^ D ^ W W B ^ 

1. F ^ B ^ ^ E ^ m e ^ R ^ ^ m ^ - ^ ^ ^ 
Emissm^Co^ro^-Particulate emissions from me wood-fired boiler (ID No. 
be controlled bythe use ofamulticyclonecollectorfollowedbyascrubber. The 
multicyclone collector and scrubber shall be provided with adequate accessfor inspection 
and shall be in operation when the boileris operating. 
(9VAG5-80-110andGonditionl0of0^1^13 Permits 

2. F ^ e i B ^ r ^ g E ^ o m e ^ t R e ^ r e m e ^ - ^ m i s s ^ ^ ^ 
F ^ - T ^ e approved fuelforthe wood-fired boiler (ID No.WWB^is wood residuals. 
^Wood^ is defined as woodfeed stock, bark, resinated and unresinated sawdust, sanderdust, 
drywaste, board trimmings, and otherwood residuals capable ofbeing hogged. Tbis 
definition does not include wood contaminated with paints, plastics, finishing material, 
otherforeign materials which might emit toxic airpollutants when burned, or other 
chen îcal treatments, except the wood residuals may contain small quantities of equipment 
washdown oil, oil-contaminated spill cleanup material, process resins, glue solids, waxes, 
and edge sealers generated at thefacility. The wood residuals may also contain small 
quantities of fuel oilforuse during boiler startup. Achangeinfuelmayrequireapermitto 
modify and operate. 
(9VAG5-80-110andGonditionl6of0^1^13 Permits 

3. F^eiB^^i^gEq^^me^Reo^^ 
Puel-The wood residuals burned in the wood-fired boiler (ID No.WWB^shall meet the 
specifications below: 

Ivlinimumas-firedheat content 4485BT^basdeterminedbyASTlvl2015orD 
approved equivalent method 

(9VAG5-80-110,andGonditionl7of0^1^13 Permit) 

4. F ^ B ^ ^ ^ g E ^ ^ m e ^ R e ^ i r e ^ e ^ - ^ ^ s ^ n ^ ^ ^ 
F ^ T ^ ^ g ^ ^ t - T h e wood-fired boiler (ID No.WWB^shall consume no more than 
175,200 tons ofwood residuals per year, calculated monthly as the sum ofeach consecutive 
12-monmperiod.Gomplianceforthe consecutive 12-month period shall be demonstrated 
monthly by addingthetotalforthe most recently completed calendarmonth to the 
individual monthlytotalsfortheprecedingllmonths. 
(9VAG5-80-110andGonditionl8of0^1^13 Permits 

5. F ^ e l B ^ n ^ g E q ^ ^ m ^ 
E^ssio^F^etors-Dntil such time as stack testing, additional add-on controls, or other 
data approved by Disestablishes alternative emissionfactors, the emissionfactors listed 
in AttachmentAwill be used to calculate annual emissions from the wood-fired boiler (ID 
No.WWB). 
(9VAG5-80-110andGondition24of0^1^13 Permits 
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6. Fnel Burning Equipment Requirements - (emission rami! ID# WWB) - Limitations -
Emission Limits - Emissions from the operation of the wood-fired boiler (ID No. WWB) 
shall not exceed the limits specified below: 

Total Particulate Matter / PM 30.0 Ibs/hr 131.4 tons/yr 

Total PM,o 30.0 Ibs/hr 131.4 tons/yr 

Total PM 2 5 
30.0 Ibs/hr 131.4 tons/yr 

Sulfur Dioxide 7.8 Ibs/hr . 34.1 tons/yr 

Nitrogen Oxides 
(asN02) 

62.9 Ibs/hr 275.6 tons/yr 

Carbon Monoxide 280.7 Ibs/hr 1229.5 tons/yr 

Volatile Organic Compounds 5.3 Ibs/hr 23.0 tons/yr 
(as Propane) 

Lead 0.041 Ib/hr 0.17 tons/yr 

These emissions are derived from the estimated overall emission contribution from 
operating limits. Exceedance of the operating limits may be considered credible evidence 
ofthe exceedance of emission limits. Compliance with these emission limits may be 
determined as stated in Conditions 1 through 5. 
(9 VAC 5-80-110, and Condition 25 of 09/18/13 Permit) 

7. Fuel Bumming Equipment Requirements - (emission unit ID# WWB) - Limitations -
Visible Emission Limit - Visible emissions from the wood-fired boiler stack shall not 
exceed 20 percent opacity except during one six-minute period in any one hour in which 
visible emissions shall not exceed 30 percent opacity, as determined by EPA Method 9 
(reference 40 CFR 60, Appendix A). This condition applies at all times except during 
startup, shutdown and malfunction. 
(9 VAC 5-80-110 and Condition 28 of 09/18/13 Permit) 

8. Fuel Burning Equipment Requirements - (emission unit ID# WWB) - Limitations -
Boiler emissions shall be controlled by proper operation and maintenance. Boiler operators 
shall be trained in the proper operation of all such equipment. Training shall consist of a 
review and familiarization of the manufacturer's operating instructions, at minimum. 
(9 VAC 5-80-110) 

9. Fuel Burning Equipment Requirements - (emission unit ID# WWB) - Limitations -
Requirements by Reference - Except where this permit is more restrictive than the 
applicable requirement, the permittee shall operate in compliance with all applicable 
requirements of 40 CFR 63 (MACT), Subpart DDDDD National Emission Standards for 
Hazardous Air Pollutants for Industrial, Commercial, and Institutional Boilers and Process 
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Heaters. The permittee shall be in compliance with the provisions of 40 CFR 63, Subpart 
A, except as noted in Table 10 to Subpart DDDDD of Part 63. 

Citation Requirement 
40 CFR 63.7500(a)(2) and (3), and Table 4 to 
Subpart DDDDD of Part 63 

Emission limitations, operating limitations, and 
other requirements 

40 CFR 63.7510,40 CFR 63.7515, 40 CFR 
63.7520 and Table 5 to Subpart DDDDD of Part 
63 

Testing and Initial Compliance 

40 CFR 63.7540 and Table 8 to Subpart 
DDDDD of Part 63 

Continuous compliance requirements 

40 CFR 63.7525(d), (e), and (f), and Table 7 to 
Subpart DDDDD of Part 63 

Monitoring, installation, operation and 
maintenance requirements 

40 CFR 63.7555(c) and 40 CFR 63.7555(d) Recordkeeping requirements 
40 CFR 63.7545 Notification requirements 
40 CFR 63.7540(b) Reporting requirements 
Table 10 to Subpart DDDDD of Part 63 Applicability of General Provisions to Subpart 

DDDDD 

(9 VAC 5-80-110 and 40 CFR 63 Subparts A and DDDDD) 

10. Fuel Burning Equipment Requirements - (emission unit ID# WWB) - Monitoring - An 
annual internal inspection shall be conducted on the multicyclone by the permittee to ensure 
structural integrity. 
(9 VAC 5-80-110) 

11. Fuel Burning Equipment Requirements - (emission unit ID# WWB) - Monitoring -
The scrubber (PCD RO No. B2) shall be equipped with a water recirculation flowmeter. The 
permittee shall measure and record the water recirculation rate during each stack test, while 
the boiler is demonstrating compliance with the limits contained in Condition 6. If, during 
subsequent operation, the flow rate (on a 30-day rolling average) is less than the minimum 
flow rate measured during a previous performance test that demonstrates compliance with 
the limit contained in Condition 6, the permittee shall perform an inspection of the scrubber 
to determine the cause of the abnormal condition, and take steps to correct it. 
(9 VAC 5-80-110) 

12. Fuel Burning Equipment Requirements - (emission unit ID# WWB) - Monitoring -
The wood-fired boiler stack shall be observed visually at least once each calendar week to 
determine i f its visible emissions, excluding condensed water vapor/steam, are normal. 
Each unit observed having apparent abnormal visible emissions shall be followed up with a 
40 CFR Appendix A Method 9 visible emissions evaluation unless the apparent abnormal 
condition is corrected as expeditiously as possible and recorded, and the apparent abnormal 
condition, its cause, and the corrective action measures taken are recorded. When 
conditions prevent taking opacity readings using 40 CFR 60 Appendix A Method 9, the 
permittee shall note the cause(s), such as: inclement weather conditions, steam plume 
interference, plume intermingling, and sun angle exceedance, and shall perform the Method 
9 evaluation as soon as conditions permit. 
(9 VAC 5-80-110) 
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13. Fuel Buraimg Equipment Requirements - (emission unit ID# WWB) - Monitoring -
The permittee shall use appropriate emission factors and throughput data to verify, on a 
monthly basis, that the hourly and annual (12-month) emission limits for particulate matter 
are not exceeded. 
(9 VAC 5-80-110) 

14. Fuel Burning Equipment Requirements - (emission unit ID# WWB) - Monitoring -
Compliance Assurance Monitoring (CAM) - The permittee shall monitor, operate, 
calibrate and maintain the scrubber (PCD ID B-2) controlling the wood-fired boiler 
according to the following: 

Monitoring, Frequency, 
Records 

Performance Criteria Indicator Range; Averaging 
Period 

Continuously monitor and 
record the 30-day rolling 
average scrubber differential 
pressure and the 30-day 
rolling average scrubber 
recirculation water flow rate. 
Records shall be collected by 
a Data Acquisition System 
(DAS) or strip chart. 

The differential pressure 
sensor and recirculation water 
flowmeter shall be installed, 
operated, and maintained in 
accordance with 40 CFR 
63.7525(d), (e), and (f). The 
permittee shall measure and 
record the scrubber water 
recirculation flow rate and 
scrubber differential pressure 
during each stack test while the 
boiler is demonstrating 
compliance with the limits 
contained in Condition 6. 

Tested indicator for the 
scrubber differential pressure 
and recirculation water flow 
rate: The baseline 
flow/differential pressure 
established during a previous 
performance test that 
demonstrates compliance 
with the limit contained in 
Condition 6. 
Excursion: If the 30-day 
rolling average differential 
pressure or the 30-day 
rolling average liquid flow 
rate for the scrubber falls 
below the lowest one-hour 
average scrubber differential 
pressure or scrubber 
recirculation flow rate 
measured during the 
performance test 
demonstrating compliance 
with the PM emission 
limitation according to 40 
CFR 63.7530(b) and Table 7 
to Subpart DDDDD of Part 
63. 
The DAS system shall 
complete a minimum of one 
cycle of operation every 15 
minutes, averaged over a 
30-day rolling average 
period. 

(9 VAC 5-80-110 E and 40 CFR 64.6 (c)) 
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15. Fuel Burnmg Equipment Requirements-(en^ssion unit ID^WWB)-Monitoring^ 
Compliance Assurance M o n i t o r s 
andmlfllltheotherohllgatlonsspeclfledm40CPR64.7thro 
(9VAC5-80-110and40CPR 64.6(c)) 

16. Fuel Burnmg Equipment Requirements-Remission unit 11D̂  WWB)-Monitoring-
Compliance Assurance Monitormg(CAM)-At all times, thepermlttee shall maintain the 
monitoring equipment, Including, hut not limited to, mamtalnlngnecessarypartsforroufi^ 
repairs ofthe monitoring equipment. 
(9VAC5-80-110and40CPR 64.7(h)) 

17. Fuel Burnmg Equipment Requirements-Remission unit WWB)-Monitoring-
Compliance Assurance Monitormg(CAlvI)-Exceptfor, as applicable, monitoring 
malmnctlons, associated repairs, and required quality assmance or control active 
(Including, as applicable, calibration checks and required zero and span adjustments), the 
permittee shall conduct all momtoringmcontlnuousoperatlon(or shall collect data at all 
required mtervals)at all times m^ 
monltoringmalmnctlons, associated repays, and required quality assmance or control 
activities shall not be used^forpurposes of compliance assurance monitoring, Including data 
averages and calculations, or mlfl^mgamlmmum dataavallablhtyreo^m 
applicable. The permittee shall use all the data collected during all otherperiodsm 
assesslngthe operation of me control device and associated control systern.Amom 
malmnctlon Is any sudden, Infrequent, not reasonablypreventablefallure of the monitoring 
to provide valid data. Momtoringfallures mat are causeo^mparibymadequate maintenance 
orlmproper operation arenot malfunctions. 
(9VAC5-80-110and40CPR 64.7(c)) 

18. Fuel Burnmg Equipment Requirements-Remission unit WWB)-Monitoring-
Compliance Assurance Momtormg(CAM)-Cpon detecting an excursion or exceedance, 
the permittee shall restore operation ofthe wood-fired boiler (Includlngthe control device 
and associated capture system)to Its normal orusual manner of operation as expeditiously 
as practlcablelnaccordance with good alrpollutlon control practlcesformlmmlzlng 
emlsslons.T^e response shall Include minimizing the period of any startup, shutdown or 
malfunction and talringanynecessary corrective actions to restore normal operation and 
prevent the llkelyrecurrence ofthe causeof an excursion or exceedance(otherthan those 
caused hy excused startup and shutdown conditions). Such actions may Include Initial 
Inspection and evaluation, recording that operations returned to normal without operator 
actlon(such as through response hyacomputerizeddlstrihutlon control system), or any 
necessaryfollow-up actions to remrn operation to within the Indicator, designated 
condition, or helow the apphcahle emission limitation or standard, as appllcahle. 
(9VAC580110and40CFR 647(d)(1)) 
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19. Fuel Burnmg Equipment Requirements-Remission unit H^^WWB)-Monitoring-
Compliance Assurance Monitor 
were used in response to an excursion or exceedance will he based on information 
available, whichmayinclude but is not limited to, monitoringresults, review of operation 
and maintenance procedures and records, and inspection ofthe control device, associated 
capture system, and the process. 
(9VAC5-80-110and40CPR 64.7(d)(2)) 

20. Fuel Burnmg Equipment Requirements-Remission unit WWB)-Monitoring-
Compliance Assurance Monitormg(CAM)-lf the permittee identifiesafailure to 
achieve compliance wim an emission limitation or standardforwhich the approved 
monitoring did not provide an indication of an excursion or exceedance while providing 
valid data, orthe results of compliance orperformance testing documentaneed to modify 
me existingindicatorranges or designated conditions, me permittee shall promptlynotif^ 
the Piedmont Regional Cf^ce and, ifnecessary,submitaproposed modification to this 
permit to address the necessarymonitoring changes. Suchamodification may include, but 
is not hn^ted to, reestahhsfhngindicatorranges or designated conditions, modifying the 
frequency ofcondnctingmonitoring and collecting data, orthe monitoring of additional 
parameters. 
(9VAC5-80-110and40CPR 64.7(e)) 

21. Fuel Burnmg Equipment Requirements-Remission unit WWB)-Monitoring-
Gompliance Assurance Monitoring (CAM)- l f the number of exceedances or excursions 
exceeds^percentdmation ofthe operatingtimeforthe wood-fired boilerforaserniannual 
reportingperiod, the permittee shall develop, implement and maintainaC^uality 
ImprovementPlan(C^lP) in accordance with 40CPR 64.8. IfaC^lPisrequired, the 
permittee shall have it availahlefor 
for evaluatingme control performance problems and, hased on theresultsofme 
procedures, thepermittee shall modifytheplan to include proceduresfor conducting oneor 
moreofthefollowing, as appropriate: 

a. Improved preventative maintenance practices; 

b. Process operation changes; 

c. Appropriate improvements to control methods; 

d. Cther steps appropriate to correct control performance; and 

e. More frequent orimproved monitoring. 

(9VAC5-80-110and40CPR64.8(a)and(b)) 

22. FuelBurnmgEquipmentRequirements^(en^ssionunitID^WWB)-Recordl^eeping 
^On Site Records-The permittee shall maintain records of all emission data and 
operating parameters necessaryto demonstrate compliance with this permit. The content 
andformat of suchrecords shall he arranged with the Piedmont Regional Office. These 
records shall include, hut are not limited to: 



Georgia-Pacific Wood Products LLC 
Permit Number: PRO50283 

Page 11 

a. Annual throughput of wood residuals, in tons, calculated monthly as the sum of each 
consecutive 12-month period. Compliance for the consecutive 12-month period shall 
be demonstrated monthly by adding the total for the most recently completed calendar 
month to the individual monthly totals for the preceding 11 months. 

b. Results of multicyclone inspections as required by Condition 10. 

c. Water recirculation flow and differential pressure readings across the scrubber, and 
scrubber maintenance records. 

d. Results of visible emissions observations, and any subsequent Method 9 visible 
emission evaluations, 

e. The cause of any abnormal and excess visible emissions, corrective measures taken to 
correct the excess visible emissions, 

f. Records of conditions which prevent Method 9 visible emission evaluations in the 
event of an apparently abnormal visible emission condition. 

g. All records required by 40 CFR 63, Subpart DDDDD. 

These records shall be available for inspection by the DEQ and shall be current for the most 
recent five years. 
(9 VAC 5-80-110 and Condition 30 of 09/18/13 Permit) 

23. Fuel Burning Equipment Requirements - (emission unit I©# WWB) - Recordkeeping -
The permittee shall maintain records of the required training including a statement of time, 
place and nature training provided. The permittee shall have available good written 
operating procedures and a maintenance schedule for the boiler. These procedures shall be 
based on the manufacturer's recommendations, at minimum. All records required by this 
condition shall be kept on site and made available for inspection by the DEQ. 
(9 VAC 5-80-110) 

24. Fuel Burning Equipment Requirements - (emission unit W># WWB) - Reporting - The 
permittee shall report the results of any 40 CFR Part 60, Appendix A Method 9 visible 
emissions evaluation performed in accordance with Condition 12. If the test indicates that 
the boiler is out of compliance with the opacity standard, the source shall also report the 
length of time associated with any exceedance of the standard and the corrective action 
taken to correct the exceedance. This report shall be sent to the Piedmont Regional Office. 
(9 VAC 50-50-50 and 9 VAC 5-80-110 E) 
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25. FuelBurnmgEqmpmentRequirements-
permittee shattsubmttrepo^ 
following: 

a. Instances when the device used to measure differential pressure across the scrubber^as 
a30-day rolling average)is below the value established duringaprevious 
performance test mat demonsttates compliance with the limit contained in Condition 
6, and any corrective action taken; 

b. Instances when the device used to measure recirculation flow(asa30-day rolling 
average) across the scruhher is helow the value established duringaprevious 
performance test mat demonsttates compliance with the limit contained in Conditt^ 
6, and any corrective action taken; 

c. Instances in which me operating limits in Table^to Subpart OOODDofPa^ 
not met; 

d. Anymonthduringwlnch the calculated annual emissions from the boiler exceed the 
standards listed in Condition 6. 

(9VAC5-80-1108) 

26. Fuel Burnmg Equipment Requirements-Remission unit ID^WWB)^Compllanee 
Assurance Monitormg(CAM)Reporting^Thepermittee shall submit CAlvlreports as 
part ofthe TitleVsemi-armualmonitoringreports required by General Condit ions 
permit to the Piedmont Regional Office. Suchreports shall include ataminimum: 

a. Sun^ary information on me number, dmation and cause (includingunknown cause, i f 
applicable)of excursions or exceedances, as applicable, and the corrective actions 
taken; 

b. Sunm âry information on the number, duration, and cause (includingunknown cause, 
i f applicable)formonitoring downtime incidents(otherthan downtime associated with 
zero and span or other daily calibration checks, i f applicable); and 

c. A description ofthe actions taken to implementaqualityimprovementplan(QfP) 
duringthereportingperiod as specified in §64.8. Cpon completion ofaQ!P,the 
owner or operator shall include in the next summary report documentation that the 
implementation ofthe plan has been completed and reduced the likelihood of similar 
levels ofexcursions or exceedances occurring. 

(9 VAC 5-80-110 and 40 CFR 64.9(a)) 
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Process Equipment Requirements - Cut-Up and Green End, Dry Waste 
Transfer System, Specialty Lines Sander, Central Track Loading Bin, 
Debarkers, and Chip Screen 
(emission unit ID# CUS, DB1, DB2, CS, CTL, SDR, and CTLB) 

27. Process Equipment Requirements - (emission unit ID# DB1, DB2, CUS, CTL, SDR, 
and CTLB) - Limitations -Visible emissions (excluding condensed water vapor/steam) 
from each of the following processes shall not exceed 20 percent opacity except during one 
six-minute period in any one hour in which visible emissions shall not exceed 60 percent 
opacity: the debarkers (ID Nos. DB1 and DB2), Cut-Up and Green End (ID No. CUS), Dry 
Waste Transfer System (ID No. CTL), Sander (ID No. SDR), and Central Truck Loading 
Bin (ID No. CTLB). 
(9 VAC 5-40-80 and 9 VAC 5-80-110) 

28. Process Equipment Requirements - (emission unit ID# DB1 and DB2 ) - Limitations -
Emissions from the operation of the debarkers (ID Nos. DB1 and DB2) shall not exceed the 
limits specified below: 

Particulate Matter 2.6 Ibs/hr 8.9 tons/year 

PMm 1.2 Ibs/hr 4.1 tons/year 

PM2.5 1.2 Ibs/hr 4.1 tons/year 

(9 VAC 5-40-260 and 9 VAC 5-80-110) 

29. Process Equipment Requirements - (emission unit ID# C§) - Limitations - Emissions 
from the operation of the chip screen (ID No. CS) shall not exceed the limits specified as 
follows: 

Particulate Matter 0.05 gr/dscf 

PMm 0.05 gr/dscf 

PM2.5 0.05 gr/dscf 

(9 VAC 5-40-2270 and 9 VAC 5-80-110) 

30. Process Equipment Requirements - (emission unit ID# CTL) - Limitations - Emissions 
from the operation of the Dry Waste Transfer System (ID No. CTL) shall not exceed the 
limits specified below: 

Particulate Matter 0.05 gr/dscf 

PMio 0.05 gr/dscf 

PM 2 5 0.05 gr/dscf 
(9 VAC 5-40-2270 and 9 VAC 5-80-110) 
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31. Process Equipment Requirements-Remission unit lD^SDR)-Limitations-Emissions 
fiom the operation ofthe Sander (ID No.SDR) shall not exceed the limits specified below: 

Particulate Matter 0.05 gr/dscf 

PM^ 0.05 gr/dscf 

PM^ 005 gr/dscf 

(9VAC5-40-2270and9VAC 5-80-110) 

32. Process Equipment Requirements-Remission unit lD^CTLB)-Limitations^ 
Emissions from the operation ofthe CentralTruck Loading Bin (ID No. CTLB) shall not 
exceed me limits specified below(annual emissions are to be calculated monthly as the sum 
ofthe each consecutive 12-month period): 

Particulate Matter 8.6 Ibs/hr 

PM^ 8.6 Ibs/hr 

PM^ 86 Ibs/hr 

(9VAC5-40-260and9VAC5-80-110) 

33. Process Equipment Requirements-Remission unit HD^DB1,DB2 and CS)-
Monitormg-TTtefollowingprocessesorunits shall be observed visually at least once each 
calendar week to determine ifthe emissions ofeach unit, excluding condensed water 
vapor/steam, are normal. Each unit observed having apparent abnormal visible emissions 
shall befollowed up witha40CERAppendixAMethod9visible emissions evaluation 
unless the apparent abnormal condition is corrected as expeditiously as possible and 
recorded, and me apparent abnormal condition, its cause, and the corrective action 
measures taken are recorded.When conditions prevent taking opacityreadings using 40 
GER 60 Appendix A, Method9,thepermittee shall note the cause(s), such as: inclement 
weather conditions, steam plume interference, plume intermingling, and sun angle 
exceedance, and shall perform the Method^evaluation as soon as conditions permit: the 
debarkers (ID Nos. DBlandDB2),thecltip screen (ID No. CS),thedrywastettansfer 
systembaghouse(PCDlDNo.BE12),thesanderbaghouse(PCDlDNo.BEll),andthe 
CentralTruckLoadingBin(lDNo.CTLB). 
(9VAC5-80-110and9VAC5-50-20) 

34. Process EquipmentRequirements-^(emission unit 1D^DB1,DB2,CS, CTL, SDR, 
GTLB, Debarkers, and Cnip Screen)-Recordkeeping-The permittee shall maintain 
records ofall emission data and operatingparametersnecessaryto demonstrate compliance 
wim tins permit. The content andformat of suchrecords shall be arranged with the 
Piedmont Remonal Office. These records shall include, but are not limited to: 

a. Montl^y and annual particulate emission calculationsforthe debarkers and chip 
screen. 
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b. Results of visible emissions observations, any subsequent Method9visible emission 
evaluations, the cause of any abnormal and excess visible emissions, corrective 
measures taken to correct me excess visible emissions, and records of conditions 
which prevent Method9visible emission evaluations in the event of an apparently 
abnormal visible emission condition. 

c. Results ofany compliance emissions testing. 

TTiese records shall be available on sitefor inspection bytheOEQ and shall be currentfor 
the most recent five(5) years. 
(9VAC5-80-110) 

35. Process EqnipmentReqnirements-(emissionnnit^DBl,DB2,CS,CTL,SDR, 
CTLB, Debarkers, and Cnip Screen)-Reportmg-TTte permittee shall report the results 
of any 40 CPR Part 60, Appendix A, Memod9visible emissions evaluation performed in 
accordance with Condition33.Ifthe test indicates that any emissions unit is out of 
compliance with the opacity standard, the source shall also report the length oftime 
associated with any exceedance oftbe standard and tbe corrective action taken to corre 
the exceedance. TTns report shall be sent to the Piedmont Regional Office. 
(9VAC5-80-110E) 

Process Equipment Requirements^^eneer Dryers, Presses, and r^oist^re 
Sealant Surface Coating Line 
(emission nnitID^VDl-VD3,P^P3,SC-l,GLl,andGL2) 

36. ProcessEqnipmentReqnirements-(emissionnnit^V^l-VD3)-Limitations^ 
Emission Controls-Volatile Organic Compound (VOC) and Hazardous Air Pollutant 
(HAP) emissions from the veneer dryers, heated zones (10Nos.V01,V02, and VO 
becontrolledbyamermalcatalyt^ 
catalytic oxidizer shall operate in one of two modes: thermal mode (high temperature)or 
catalytic mode (medium temperature). The thermal catalytic oxidizer shall achievea 
destruction efficiency of at least 90 percent(for VOC and total HAP (measured as THC, as 
carbon))onamass basis in both control modes.The thermal catalytic oxidizer shall be 
provided with adequate accessfor inspection. 
(9VAC5-80-110,40CPR63.2240(b),andCondition2of9/1^13 Permit) 

37. Process Equipment Requirements-Remission unit ID^VDl-VD3)-Limitations^ 
Emission Controls--Particulate emissions fiom me veneer dryers, heated zones (IO Nos. 
V01,V02,andV03)shallbecontrolledbyathermalcatalyticoxidizer(PC010 
RCO/RTO-l)withacontrol efficiency of at least 50 percent(forparticulate matter) ona 
mass basis in both thermal and catalytic control modes.The thermal catalytic oxidizer shall 
be provided with adequate accessforinspection. 
(9VAC 5-80-110, and Condition3of9/1^13 Permit) 
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38. Process Equipment Requirements-Remission unit 11D̂  VDl-VD3)-Limitations-
Fugitive Emissions^The permittee shall minimize fhgitive emissions from the veneer 
dryers bymimmizing fugitive emissions fiom me dryer doors (through properm 
procedures)and the green end of the dryers (through proper balancing ofthe heated zone 
exhausts). TTte permittee must develop andfollowaplanfor this minimization. 
(9VAC5-80-110,40CPR63.2241(a),and40CPR 63.2265) 

39. Process Equipment Requirements-Remission unit lD^VDl-VD3)-Limitations^ 
Ennssion Controis-The thermal catalytic oxidizer (PCD IO No. RCG/R 
temperature when operating in thermal control mode shall be maintained above the 
minimum 3-hour block average firebox temperature determined in the most recent thermal 
control modeperformance test and 40 CPR 63.2262 and which maintains me minimum 
control efficiencies in Conditions 36 and 37. 
(9VAC 5-80-110,40CPR 63.2240(b), and Condition4of9/18/13 Permit) 

40. Process Equipment Requirements-Remission unit ID^VDl-VD3)-Limitations^ 
Emission Controis-The thermal cata^ 
temperature when operating in catalytic mode shall be maintained above the minimum 3-
hour block average firebox temperamre determined in the most recent catalytic control 
modeperformance test, which maintains meminimum control efTfciencies in Conditions 36 
and 37. 
(9VAC 5-80-110,40CPR 63.2240(b), and Condition5of9/18/13 Permit) 

41. Process Equipment Requirements-Remission unit VDl-VD3)^Limitations-
MamtenanceE^emption-The routine control device maintenance exemptionforthe 
mermal catalytic oxidizer controlling veneer dryers emissions must not exceed 0.5 percent 
of annual operatinguptimefor each process unit controlled. The compliance options and 
operatingrequirements do not apply during times when control device maintenance covered 
under an approved routine control device maintenance exemption is perfbr^ed.The 
permittee must minimize emissions to the greatest extent possible duringthese routine 
control device maintenance periods. 
(9VAC5-80-110and40CPR 63.2251) 

42. Process Equipment Requirements-(enussion unit ID^SC-l)^Limitations-Emission 
Controls-Volatile orgamc compound (VGC) emissions from the moismre sealant surface 
coatingline(IDNo. SC-l)shallbecontrolledbytheuseofwaterbornecoatings. The VGC 
content ofthe waterbome coatings shall not exceed 0.03 lb/gal(as applied). 
(9VAC5-80-110andCondition8of9/18/13 Permit) 

43. Process Equipment Requirements-Remission unit ID^SC-1)--Limitations-HAP 
EnnssionControls-Gnlynon-HAP coatings shall be used in themoismre sealant surface 
coatingline (ID No. SC-1). Records shall be kept showingthatonlynon-fTAP coatings are 
beingused. 
(9VAC 5-80-110,40CPR 63.2241(a), and Condition9of09/18/13 Permit) 
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44. Process Equipment Requirements-Remission unit ^^VDl-VD3)^Limitations^Euei 
-Theapprovedtuelsforthethermalc^^^ 
namral gas and propane.Achange in the melmayrequireapermit to modity and operate. 
(9VAG5-80-II0andGonditionI5of9/I8/I3 Permit) 

45. Process Equipment Requirements-Remission unit VDl-VD3)^Limitations-
Processing-The veneer dryers (ID Nos.VDI,VD2, and VD3)shaII process no more than 
375.0miIIionsqtt/yr (3/8''basis), calculate^monthly as the sum of each consecutive 12-
month period. Gompliancetbrthe consecutive 12-month period shall be demonstrated 
monthly by addingthe total tbrthemostrecently completed calendarmonth to the 
individual monthlytotalstbrtheprecedingllmonths. 
(9VAG5-80-1I0andGondition12of09/I8/I3 Permit) 

46. Process Equipment Requirements-Remission unit Pl^P3)^Limitations-
Processing-Thepresses (ID Nos. PI,P2, and P3) shall process no more than 395.0miIIion 
sqfi/yr (3/8''basis), calculated monthly as the sum ofeach consecutive 12-month period. 
Gomplianceforthe consecutive 12-month period shall be demonstrated monthly by adding 
the totalformemost recently completed calendarmonth to me individual monthlytotalsfor 
theprecedingllmonths. 
(9VAG5-80-110andGondition13of9/18/13 Permit) 

47. Process Equipment Requirements-Remission unit ID^SC-1)-^ Limitations^ 
Tnrougbput-Thethroughputofcoatingstomemoismresealantsurf^ 
No. SG-1)shaII not exceed 600,000 gallons per year, calculated monthly as the sum of each 
consecutive 12 month period. Gomplianceforthe consecutive 12-month period shall be 
demonstrated monthly by addingthetotalforthe most recently completed calendarmonth 
to the individual monthlytotalsfortheprecedingllmonths. 
(9VAG5-80-II0andGondition14of09/18/13 Permit) 

48. Process Equipment Requirements-Remission unit VI^l-VD3)^Limitations-
Visibie Emissions Linnt-Visible emissions fiom the thermal catalytic oxidizer (Sta^^ 
TGG-I), excluding condensed water vapor or steam, shall not exceedlOpercenta^ 
determined by EPAMethod9(reference 40 GPR Part 60, Appendix A). This condition 
applies at all times except during starmp, shutdown, and malfunction. 
(9VAG5-80-110andGondition27of09/18/I3Permit) 

49 ProcessEquipmentRequirements-(ennssionunit^VDC-l-VDC-3andP^P3)^ 
Limitations^Visibie Emissions Lin^t-Visible emissions from the cooling zone stacks 
(ID Nos. VDG-1,VDG-2, and VDG-3)andpresses(ID Nos. PI,P2,andP3), excluding 
condensed watervapor or steam, shall not exceed 20 percent as determined by EPAMethod 
^(reference 40 GPR Part 60, AppendixA). This condition applies at all times except during 
startup, shutdown, and malfunction. 
(9VAG5-80-110andGondition26of09/18/13Permit) 
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50. Process Equipment Requirements - (emission unit ID# VB1-VD3) - Limitations -
Emission Limits - Emissions from the operation of the veneer dryers (exhausted through 
the thermal catalytic oxidizer stack) shall not exceed the limits specified below: 

Total Particulate Matter (PM) 
(including filterable and condensable) 

10.7 lbs/hr 38.5 tons/yr 

Total PMio 
(including filterable and condensable) 

10.7 lbs/hr 38.5 tons/yr 

Total P M ^ 
(including filterable and condensable) 

10.7 lbs/hr 38.5 tons/yr 

Nitrogen Oxides (as N02) 2.5 lbs/hr 11.1 tons/yr 

Carbon Monoxide 18.9 Ibs/hr 80.9 tons/yr 

Volatile Organic Compounds 4.5 Ibs/hr 16.3 tons/yr 
(VOC, measured as Carbon) 

These emissions are derived from the estimated overall emission contribution from 
operating limits. Exceedance of the operating limits may be considered credible evidence 
of the exceedance of emission limits. Compliance with these emission limits may be 
determined as stated in Conditions 36, 37, 39,40,44,45,48, 55, 56, 57, and 70. 
(9 VAC 5-80-110 and Condition 19 of 09/18/13 Permit) 

51. Process Equipment Requirements - (emission unit H)# VDC-l-VDC-3) - Limitations -
Emission Limits - Emissions from the operation of the veneer dryers cooling sections (ID 
Nos. VDC-1 - VDC-3) shall not exceed the limits specified below: 

Total Particulate Matter (PM) 6.4 Ibs/hr 
(including filterable and condensable) 

Total PMio 6.4 Ibs/hr 
(including filterable and condensable) 

Total P M 2 5 6.4 Ibs/hr 
(including filterable and condensable) 

Carbon Monoxide 2.2 Ibs/hr 

23.0 tons/yr 

23.0 tons/yr 

23.0 tons/yr 

8.1 tons/yr 

Volatile Organic Compounds 2.6 Ibs/hr 9.4 tons/yr 
(VOC, measured as Carbon) 
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These emissions are derived from the estimated overall emission contribution from 
operating limits. Exceedance of the operating limits may be considered credible evidence 
of the exceedance of emission limits. Compliance with these emission limits may be 
determined as stated in Condition 45. 
(9 VAC 5-80-110 and Condition 20 of 09/18/13 Permit) 

52. Process Equipment Requirements - (emission unit ID# PI - P3) - Limitations -
Emission Limits - Emissions from the operation of the presses (ID Nos. PI - P3) shall not 
exceed the limits specified below: 

Filterable PM 1.5 Ibs/hr 4.8 tons/yr 

Total PM 7.7 Ibs/hr 24.5 tons/yr 

Filterable PMi 0 
1.5 lbs/hr 4.8 tons/yr 

Total PMio 7.7 lbs/hr 24.5 tons/yr 

Filterable P M 2 5 
1.5 lbs/hr 4.8 tons/yr 

TotalPM 2 5 
7.7 lbs/hr 24.5 tons/yr 

Volatile Organic Compounds 9.3 Ibs/hr 29.6 tons/yr 
(VOC, measured as Carbon) 

These emissions are derived from the estimated overall emission contribution from 
operating limits. Exceedance of the operating limits may be considered credible evidence 
of the exceedance of emission limits. Compliance with these emission limits may be 
determined as stated in Conditions 46 and 49. 
(9 VAC 5-80-110 and Condition 21 of 09/18/13 Permit) 

53. Process Equipment Requirements - (emission unit ID# SC-1) — Limitations- Emission 
Limits - Emissions from the operation of the moisture sealant surface coating line (ID No. 
SC-1) shall not exceed the limits specified below: 

Volatile Organic Compounds 5.4 Ibs/hr 9.0 tons/yr 

These emissions are derived from the estimated overall emission contribution from 
operating limits. Exceedance of the operating limits may be considered credible evidence 
of the exceedance of emission limits. Compliance with these emission limits may be 
determined as stated in Conditions 42,43, and 47. 
(9 VAC 5-80-110 and Condition 22 of 09/18/13 Permit) 
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54. Process Equipment Requirements-Remission unit I D ^ G L l and CL2)--Limitations-
Ennssion Limits-Emissions fi^om the operation ofme glue lines (IO Nos. GE1 and GE2) 
shall not exceed the limits specified astbllows: 

Volatile Organic Compounds 0.2 Ibs/hr 0.7 tons/yr 
(measured as Carbons 

These emissions are derived fi^om the estimated overall emission contribution fi^om 
operating limits. Exceedance ofthe operating limits may be considered credible evidence 
ofthe exceedance ofemission limits. Compliance with the annual emission limit may be 
determined as stated in Condition 46 and compliance with the hourly emission limit may be 
determined based on the maximum hourlyrated capacity ofthe glue lines as stated in the 
Emission Units Section. 
(9VAC5-80-110andCondition23of09/18/13 Permit) 

55. Process Equipment Requirements-Remission unit ID^VD1-VD3, PI-P3, and SC-1)^ 
Limitations^Requirements by Re^erence-The veneer dryers (10 Nos.V01,V02, and 
V03), presses (10 Nos. PI, P2, and P3), and moisture sealant surface coating line (IO No. 
SC-l)shall beoperated in accordance with 40 CPR 63 SubpartsAand OOOO. 
(9VAC5-80-110,40CER63SubpartsAandOOOO,andCondition29of09/18/13 
Permit) 

56. Process Equipment Requirements-(ennssion unit VDl^VD3)-Momtoring--
Monitoring Devices-The thermal catalyticoxidizer shall be equipped with devices to 
continuouslymeasure tbe firebox temperature. Tbe devices sball be installed, calibrated, 
maintained and operated in accordance with approved procedures which shall include, asa 
mimmum, the manufactmer's written requirements orrecommendations. Tbe devices must 
meetmerequirements in 40 CPR 63.2269^ 
be provided with adequate accessfor inspection and shall be in operation when the veneer 
dryers are operating. 
(9VAC 5-80-110, 40CPR63.2269(b),andCondition6of09/18/13 Permit) 

57. Process Equipment Requirements-(en^ssion unit VDl^VD3)-Monitor ing-
PeriodicVEE--TTie exhaust from the thermal catalytic oxidizer shall be observed visually 
at least once each calendar week to determine ifits emissions, excluding condensed water 
vapor/steam, are normal. Eacb unit observed having apparent abnormal visible emissions 
shall befollowed up wima40CPRAppendixAMethod9visible emissions evaluation 
unless the apparent abnormal condition is corrected as expeditiously as possible and 
recorded, and the apparent abnormal condition, its cause, and the corrective action 
measures taken are recorded.When conditions prevent taking opacityreadings using 40 
CPR 60 AppendixAMethod9,thepermittee shall note the cause(s), such as: inclement 
weather conditions, steam plume interference, plume intermingling, and sun angle 
exceedance, and shall perform the Method9evaluation as soon as conditions permit. 
(9VAC5-80-110,9VAC5-40-20,and9VAC 5-50-20) 
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58. Process Equipment Requirements-Remission unit ID^Pl^P3)-Monitoring-^ 
Periodic V^E^Theplywoodpresses(fDNos. PI,P2, andP3)shallheohserve^visna 
at least once each calendarweek to determine ifits emissions, excluding condensed water 
vapor/steam, are normal.Each unitohserved having apparent abnormal visible emissions 
shall befollowed up witha40CPRAppendixAMethod9visible emissions evaluation 
unless the apparent abnormal condition is corrected as expeditiously as possible and 
recorded, and the apparent abnormal condition, its cause, and the corrective action 
measures taken are recorded.When conditions prevent taking opacityreadings using 40 
CPR 60 AppendixAMethod9,the permittee shall note the cause(s), such as: inclement 
weamer conditions, steam plume interference, plume intermingling, and sun angle 
exceedance, and shall perform me Method9evaluation as soon as conditions permit. 
(9VAC5-80-110,9VAC5-40-20,and9VAC 5-50-20) 

59 Process Equipment Requirements-(ennssion unit ID^VDl--VD3)-Monitor ing-
Compliance AssmanceMonitoring(CA^)--The permittee shall monitor, operate, c a l ^ 
and maintain me thermal catalytic oxidizer controlling me veneer dryers accordingtom^ 
following: 

Monitoring, Frequency, 
Records 

Performance Criteria Indicator Range; Averaging Period 

o Continuously monitor the 
firebox temperature when 
in each mode (catalytic 
and thermal) 

o Records shall be collected 
by a Data Acquisition 
System (DAS). 

o Multiple temperature 
probes shall be utilized 
to ensure accurate 
readings. 

o Temperature probes shall 
be replaced as necessary. 

o Thermal mode and catalytic mode: The minimum 
firebox temperature for each mode shall be based on 
the 3-hour block average combustion chamber 
temperature at which the unit was operating during the 
most recent compliance test. 

o Excursion: A 3-hour block average value below the 
minimum firebox temperature. 

o Data points shall be collected every 15 minutes, 
averaged over a 3-hour block period. 

(9 VAC 5-80-110) 

60. Process Equipment Requirements - (emission unit ID# VB1-VD3; P1-P3; SC-1) -
Compliance Assurance Monitoring (CAM) - The permittee shall conduct the monitoring 
and fulfill the other obligations specified in 40 CFR 64.7 through 40 CFR 64.9. 
(9 VAC 5-80-110 and 40 CFR 64.6 (c)) 

61. Process Equipment Requirements - (emission unit ID# VM-VB3; P1-P3; SC-1) -
Compliance Assurance Monitoring (CAM) -At all times, the permittee shall maintain the 
monitoring equipment, including, but not limited to, maintaining necessary parts for routine 
repairs of the monitoring equipment. 
(9 VAC 5-80-110 and 40 CFR 64.7 (b)) 

62. Process Equipment Requirements - (emission unit ID# VD1-VD3; P1-P3; SC-1) -
Compliance Assurance Monitoring (CAM) -Except for, as applicable, monitoring 
malfunctions, associated repairs, and required quality assurance or control activities 
(including, as applicable, calibration checks and required zero and span adjustments), the 
permittee shall conduct all monitoring in continuous operation (or shall collect data at all 
required intervals) at all times that the veneer dryers are operating. Data recorded during 
monitoring malfunctions, associated repairs, and required quality assurance or control 
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activities shall not be usedforpurposes of compliance assurance monitoring, including data 
averages and calculations, or fulfillingaminimumdataavailabilityrequirement, i f 
applicable. The permittee shall use all the data collected during all otherperiods in 
assessingthe operation ofthe control device and associated control system.Amonitoring 
malfunction is any sudden, infiequent, not reasonablypreventablefailure of me mom^ 
to provide valid data. Monitoringfailmes that are caused in part by madequate maintenance 
orimproper operation arenotmalfunctions. 
(9VAC5-80-110and40CPR 64.7(c)) 

63. Process Equipment Requirements-(emission unit VDl -VD3) -Moni to r ing -
Compliance Assurance Monitoring(CAlvI)-Upon detecting an excursion or exceedance, 
the permittee shall restore operation ofme veneer dryers (includingthe control device and 
associated capture system) to their normal orusual manner of operation as expeditiously 
practicable in accordance wim good airpollution control practices tbrminimizing 
emissions. TTte response shall includemimmizing the period ofany startup, shutdown or 
malfunction and ta^ganynecessary corrective actions to restore normal operation and 
prevent the likelyrecurrence of the cause of an excursion or exceedance(otherthan those 
caused by excused startup and shutdown conditions). Such actions may include initial 
inspection and evaluation, recordingthat operations returned to normal without operator 
action(such as through response byacomputerized distribution control system), or any 
necessaryfollow-up actions to return operation to within the indicator, designated 
condition, or below the applicable emission limitation or standard, as applicable. 
(9VAC5-80-110and40CPR 64.7(d)(1)) 

64. Process EquipmentRequirements-(emissionunit ID^VD1-VD3;P1-P3; SC-1)-
Compliance Assurance Monitoring(CAM)-Determination that acceptable procedures 
were used in response to an excursion or exceedance will be based on information 
available, which may include but is not limited to, monitoring results, review of operation 
and maimenance procedures and records, and inspection ofthe control device, associated 
capture system, and the process. 
(9VAC5-80-110and40CPR 64.7(d)(2)) 

65. Process EquipmentRequirements-(emissionunitID^VD1-VD3;P1-P3; SC-1)-
Compliance Assurance Monitoring(CAM)-Ifthe permittee identifiesafailure to 
achieve compliance with an emission limitation or standardfor which the approved 
monitoring did not provide an indication of an excursion or exceedance while providing 
valid data, ortheresults of complianceorperformance testing documentaneed to modify 
the existingindicatorrangesordesignated conditions, thepermittee shall promptlynotify 
the Piedmont Regional Office and, ifnecessary,submitaproposed modification to this 
permit to address the necessarymonitoring changes. Suchamodification may include, but 
is not limited to, reestablishing indicatorranges or designated conditions, modifyingthe 
frequency of conducting monitoring and collecting data, orthe monitoring of additional 
parameters. 
(9VAC5-80-110Eand40CPR 64.7(e)) 
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66. Process Equipment Requirements (entission unit ID^YDl-YD3) -Compiiance 
Assurance Monitoring (CAM)-If the number of exceedances or excursions exceeds^ 
percent duration of the operating timeforme veneer dryersforasemiannual reporting 
period, the permittee shall develop, implement and maintainaQttality Improvement Plan 
(QfP)in accordance with 40 CPR 64.8.IfaQfP is required, thepermittee shall haveit 
available for inspection. The Q̂ P initially shah include proceduresforevaluatingthe 
conttol performance problems and, based on the results ofthe evaluation procedures, th^ 
permittee shall modif^me plan to include proceduresfor conducting one ormore ofthe 
following, as appropriate: 

a. Improved preventative maintenance practices; 

h. Process operation changes; 

c. Appropriate improvements to control methods; 

d. Other steps appropriate to correct control performance; and 

e. More frequentorimprovedmonitoring. 

(9YAC5-80-110and40CPR64.8(a)and(b)) 

67. Process EquipmentRequirements-(entission u n i t ^ V D l - Y D 3 ; P1-P3; andSC-1)-
Recordkeeping-The permittee shall maintain records of all emission data and operating 
parameters necessarytodemonsttate compliance wim this permit. The content andformat 
of such records shall he arranged with the Piedmont Regional Office. These records shall 
include, hut are not limited to: 

a. Annual throughput ofveneer(msquarefeet, 3/8''basis)to the dryers (lONos.VOI, 
V02, and Y03)and presses (IO Nos. PI,P2, and P3), calculated monthly as the sum 
ofeach consecutive 12-month period. 

h. Records ofmermal catalytic oxidizer firebox temperatures in both thermal and 
catalytic control modes to demonstrate compliance with the emission limits contained 
in Condition 50. 

c. Yearly catalyst activity tests and records ifany necessary corrective action was taken 
to ensure that the catalyst is performingwith in its designrange. 

d. Monthly and annual throughput ofcoatings through the moisture sealant surface 
coating line (IO No. SC-1). Annual throughput shall be calculated monthly as the sum 
ofeach consecutive 12-month period. 

e. Material Safety Oata Sheets (MSOS) or other vendor information showing VOC and 
HAP contentfor each coating used on the moisture sealant surface coating line (IO 
No. SC-1). 
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f. Copies of each notification and report subn^ttetl to complywith MACT,Subpart 
DDDD 

g. Records in §63.6(e)(3)(iii) through (v) related to starmp, shutdown, and malfunct^^ 

h. Documentation that thefacilityisfollowingtheirplanforminimizing fugitive 
emissions. 

i . Records of current equipment throughput capacity and emissionfactorsfor the 
plywood presses, to demonstrate compliance with Condition 52. 

j . Results of visible emissions observations, any subsequent Method^visible emission 
evaluations, the cause of any abnormal and excess visible emissions, corrective 
measures taken to correct the excess visible emissions, and records of conditions 
which prevent Method^visible emission evaluations in the event of an apparently 
abnormal visible emission condition. 

These records shall be available on siteforinspection by the DEQ and shall be currents 
the most recent five years. 
^VAC5-80-110,40CPR63.2282,andCondition30of0^18/13 Permit) 

68. Process Equipment Requirements-Remission unit 11D^VD1-VD3;P1-P3; and SC-1)-
Record^eeping-The permittee shall maintainawritten startup, shutdown, and 
malfunction (SSM) plan as stated in §63.6(e) mat describes, in detail, proceduresfo^ 
operating and maintaining the affected sources shown below duringperiods of startup, 
shutdown, andmalmnction,andaprogram of corrective actionformalfunctio^ 
and airpollution control and monitoring equipment used to complywith the relevant 
standards limited bythis permit: 

Emission Unit IB Equipment 
VD1 -VD3 Veneer Dryers 
P1-P3 Presses 
SC-1 Moisture sealant surface coating line 

(9 VAC 5-80-110,40 CFR 63.6(e), and 40 CFR 63.2250(c)) 

69. Process Equipment Requirements - (emission unit ID# VM-VD3; P1-P3; and SC-1) -
Compliance Assurance Monitoring (CAM) Recordkeeping -The permittee shall maintain 
records of monitoring data, monitor performance data, corrective actions taken, any written 
quality improvement plan (QIP) required pursuant to §64.8 and any activities undertaken to 
implement a quality improvement plan (QIP), and other supporting information required to 
be maintained under this part (such as data used to document the adequacy of monitoring, 
or records of monitoring maintenance or corrective actions). 
(9 VAC 5-80-110 and 40 CFR 64.9(b)) 

70. Process Equipment Requirements - (emission unit ID# VB1-VD3) — Testing — 
Catalytic Periodic Testing - Periodic activity tests shall be conducted on the thermal 
catalytic oxidizer catalyst to determine the ongoing activity level in terms of percent 
reduction of VOC. The periodic activity test requirement shall remain in effect so long as 
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the oxidizer is operated asacatalytic unit. Onless otherwise approved in writing hythe 
OEQ^ the intervalformese periodic activitytests shall not exceed 12 months ofthermal 
catalytic oxidizer operation, calculated fiom the monthfollowingthe most recent valid 
periodic activitytest. 
(9VAC 5-80-110,40CPR63.2240fh),andCondition7of09/18/13 Permit) 

71. Process EquipmentRequirements-(ennssionunit^VDl-VD3)-Reporting-^ 
permittee shall submit semi-annual compliance reports to the Piedmont Regional Office 
within 30 days afterthe end of each calendar6month period as specified in 40 CPR 
632281 
(9VAC5-80-110Pand40CPR 63.2281) 

72. Process EquipmentRequirements-^ 
permittee shall report the results of any 40 CPR Part 60, AppendixAMethod9visible 
emissions evaluation performed in accordance with Conditions 57 and 58.Ifthe test 
indicates mat any en^ssions unit is out of compliance with the opacity standard, the source 
shall also report the length oftime associated with any exceedance ofthe standard and the 
corrective action taken to correct the exceedance.This report shall be sent to the Piedmont 
Regional Office. 
(9VAC 5-80-110) 

73. Process Equipment Requirements-(ennssion unit ID^VDl-VD3)-Compiiance 
Assurance Monitormg(CAM)Reportmg-The permittee shall submit CAM reports as 
partoftheTitleVsemi-annualmonitoringreportsrequiredbyGeneralCondition93 ofthis 
permit to the Piedmont Regional Office: Such reports shall include ataminimum: 

a. Sun^ary information on me number, duration and cause (includingunknown cause, i f 
applicable)of excursions or exceedances, as applicable, and the corrective actions 
taken; 

h. Summary information on the number, duration and cause (includingunknown cause, i f 
applicable)formomtor downtime incidents(omer than downtime associated with zero 
and span or other daily calibration checks, i f applicable); and 

c. A description ofthe actions taken to implementaquality improvement plan(QfP) 
during the reportingperiod as specified in §64.8.Cpon completion ofaQlP^the 
owner or operator shall include in me next summaryreport documentation that the 
implementation ofthe plan has heen completed and reduced the likelihood of similar 
levels ofexcursions or exceedances occurring. 

(9VAC5-80-110and40CPR 64.9(a)) 

F a c ^ t y W i d e C o n d ^ o n s 

74. Eacm t̂y Wide Conditions-Limitations-ln order to mimmize the dmation and frequency 
ofexcess emissions, including visible emissions, due to malfunctions ofprocess equipment 
or airpollution control equipment, the permittee shall: 
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a. Oevelopamaintenance schedule and maintain records of all scheduled and non-
schedule^ maintenance.TTtese records shall be mainminetl on siteforaperiod of five 
(5) years and shall be made available to the OEQtipon request. 

b. Maintain an inventory of spare parts that are needed to mimmize duration of air 
pollution control equipment breakdowns. 

^VAG5-50-20and9VAG5-80-110) 

75. Facility Wide Conditions-Ll^tations-TTie permit 
operatingproceduresforthe related airpollution control equipment. Operators shall be 
trained in me proper operation of all such equipment and shall befamiliarwith the written 
operatingprocedures. These procedures shall be basetl on themanufacturer's 
reconm^endations, at minimum. The permittee shall maintainrecordsoftraining provided^ 
includingnamesoftrainees, date of training, and natmeoftraining. 
(9VAG5-50-20and9VAG5-80-110) 

76. Facility Wide Conditions-Lin^^ 
tbe permittee sball not cause orpermit to be discharged into tbe atmosphere from any 
affectedfacilityanyvisible emissions which exhibit greaterthan 20^ opacity,exceptfor 
one six-minute period in any one hour ofnot more than 60̂ o opacity as determined by EPA 
Method9(reference 40 GPR 60, AppendixA). Failure to meet me requirements ofthis 
section because ofthe presence ofwatervapor shall not beaviolation ofthis section. 
(9VAG5-50-80and9VAG5-80-110) 

77. Facility Wide Conditions-Lin^tations-Start-np,Snntdo^^, and M 
times, includingperiodsofstarmp, shutdown and malfunction, owners shall, to the extent 
practicable, mamtain and operate any affectedfacility including associated airpollution 
control equipment inamanner consistent wim air pollution control practices mrmimmizing 
emissions, determination ofwhether acceptable operating and maintenance procedures are 
beingused will be based on information available to the Board, whichmay include, but is 
not limited to, monitoringresults, opacity observations, review of operating and 
maintenance procedures, and inspection ofthe source. 
(9VAG5-50-20and9VAG5-80-110) 

78. Facility Wide Conditions-Recordkeeping-Thepermitiee shall maintain records of all 
emission data and operatingparametersnecessaryto demonstrated compliance with this 
permit. The content of andformat of such records shall be arranged with the Piedmont 
Regional Office. These records shall include, but are not limited to: 

a. Scheduled and unscheduled maintenance and operatortrainingrecordsfor air 
pollution control equipment. 

b. Opacityrecords. 

c. Emissions data, including emissionfactors and throughput data. 
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d. Performance test records and results. 

These records shall be available on site for inspection by the DEQ and shall be current for 
the most recent five (5) years. 
(9 VAC 5-50-50 and 9 VAC 5-80-110) 

79. Facility Wide Conditions - Reporting - The results of any stack tests required by 
Condition 81 shall be submitted to the Piedmont Regional Office within 45 days from the 
date the tests are conducted. 
(9 VAC 5-80-110) 

80. Facility Wide Conditions - Testing - The permitted facility shall be constructed so as to 
allow for emissions testing at any time using appropriate methods. Upon request from the 
Department, test ports shall be provided at the appropriate locations. 
(9 VAC 5-40-30, 9 VAC 5-50-30, 9 VAC 5-80-110 and Condition 11 ofthe 09/18/13 
Permit) 

81. Facility Wide Conditions - Testing- If testing is conducted in addition to the monitoring 
specified in this permit, the permittee shall use the appropriate method(s) in accordance 
with procedures approved by the DEQ. 
(9 VAC 5-80-110) 

Insignificant Emission Units 

82. Insignificant Emission Units - The following emission units at the facility are identified in 
the application as insignificant emission units under 9 VAC 5-80-720: 

Emission 
Unit No. 

Emission Unit 
Description 

Citation 
Pollutants) Emitted 
(9 VAC 5-80-720B) 

Rated Capacity 
(9 VAC S-80-720C) 

CS-C2 Chip Screen Relay 
Cyclones 

9 VAC 5-80-720 B PM/PM-10 -

CV-1 
through CV-
10 

Conveyors 9 VAC 5-80-720 B PM/PM-10 

VD2, VD3 
(C4) 

Vacuum Exhaust 
Cyclone 

9 VAC 5-80-720 B PM/PM-10 -

T#'s Tanks 9 VAC 5-80-720 B VOC varies 

FH Fuel House Bark 
Unloading 

9 VAC 5-80-720 B PM/PM-10 -

CTB Chip Truck Bin 9 VAC 5-80-720 B PM/PM-10 -

UPRD Unpaved Roads 9 VAC 5-80-720 B PM/PM-10 -

PM Plywood Mill 9 VAC 5-80-720 B PM/PM-10 
VOC 

-

These emission units are presumed to be in compliance with all requirements of the federal 
Clean Air Act as may apply. Based on this presumption, no monitoring, recordkeeping, or 
reporting shall be required for these emission units in accordance with 9 VAC 5-80-110. 
(9 VAC 5-80-110) 
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Permit Shield <& Inapplicable Requirements 

83. Permit Shield & Inapplicable Requirements - Compliance with the provisions of this 
permit shall be deemed compliance with all applicable requirements in effect as of the 
permit issuance date as identified in this permit. This permit shield covers only those 
applicable requirements covered by terms and conditions in this permit and the following 
requirements which have been specifically identified as being not applicable to this 
permitted facility: 

Citation Title of Citation Description of Applicability 
40 CFR 60, Subpart Db Standards of Performance for 

Industrial-Commercial-
Institutional Steam Generating 
Units 

This Subpart does not apply to the wood 
fired boiler (WWB) since the construction 
of this unit commenced before June 19, 
1984, and has not been "modified" 
according to the NSPS definition. 

Nothing in this permit shield shall alter the provisions of §303 of the federal Clean Air Act, 
including the authority of the administrator under that section, the liability of the owner for 
any violation of applicable requirements prior to or at the time of permit issuance, or the 
ability to obtain information by (i) the administrator pursuant to §114 of the federal Clean 
Air Act, (ii) the Board pursuant to §10.1-1314 or §10.1-1315 ofthe Virginia Air Pollution 
Control Law or (iii) the Department pursuant to §10.1-1307.3 of the Virginia Air Pollution 
Control Law. 
(9 VAC 5-80-110 and 9 VAC 5-80-140) 

Genera! Conditions 

84. General Conditions - Federal Enforceability - All terms and conditions in this permit are 
enforceable by the administrator and citizens under the federal Clean Air Act, except those 
that have been designated as only state-enforceable. 
(9 VAC 5-80-110) 

85. General Conditions - Permit Expiration - This permit has a fixed term of five years. The 
expiration date shall be the date five years from the date of issuance. Unless the owner 
submits a timely and complete application for renewal to the Department consistent with 
the requirements of 9 VAC 5-80-80, the right of the facility to operate shall be terminated 
upon permit expiration. 
(9 VAC 5-80-80, 9 VAC 5-80-110 and 9 VAC 5-80-170) 

86. General Conditions - Permit Expiration - The owner shall submit an application for 
renewal at least six months but no earlier than eighteen months prior to the date of permit 
expiration. 
(9 VAC 5-80-80, 9 VAC 5-80-110 and 9 VAC 5-80-170) 
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87. General Condltions-PernntExnlration-lf an applicant submitsatimely and complete 
applicationfor an initial permit orrenewalunderthis section, thefailure of the source to 
haveapermitorthe operation ofthe source withoutapermit shall not beaviolation of 
Allele l,PartBof9VAC5Chapter 80, until the Board takes final action on the 
application under9VAC 5-80-150. 
(9VAC5-80-80,9VAC5-80-110and9VAC 5-80-170) 

88. General Condltions-PernntExnlration-No source shall operate afterthe time that it is 
required to submitatimely and complete application under subsectionsCandOof9VAC 
5-80-80forarenewal permit, except in compliance withapermit issued under Articlel, 
Partllof9VAC5Chapter80. 
(9VAC5-80-80,9VAC5-80-110and9VAC 5-80-170) 

89. General Condltions-PernntExplration-lf an applicant submitsatimely and complete 
application under section9VAC5-80-80forapermit renewal but the Boardfails to issue 
or denythe renewal permit before the end ofthe term ofthe previous permit, (i) the 
previous permit shall not expire until the renewal permit has heen issued or denied and (ii) 
all the terms and conditions ofme previous permit, including anypermit shieldgranted 
pmsuantto9VAC 5-80-140, shall remain in effect from the date the application is 
determined to he complete until the renewal permit is issued or denied. 
(9VAC5-80-80,9VAC5-80-110and9VAC 5-80-170) 

90. General Conditions--PernntExplration-The protection under subsectionsPlandP5 
(ii) of section9VAC5-80-80Pshall cease to apply if, subsequent to the completeness 
determination made pursuant section9VAC 5-80-80 D, the applicantfails to submit by the 
deadline specified in writing bythe Board any additional information identified as being 
needed to process the application. 
(9VAC5-80-80,9VAC5-80-110and9VAC 5-80-170) 

91. GeneralCondltions-ReeordkeenlngandRenorting-Allrecordsofmonitoring 
informationmaintained to demonstiate compliance with me terms and conditions of t ^ 
permh shall contain,where applicable, thefollowing: 

a. The date, place as defined in the permit, and time of sampling ormeasurements; 

b. The date(s)analyses were performed; 

c. T^e company or entity that performed the analyses; 

d. The analytical techniques ormethods used; 

e. The results of such analyses; and 

f. The operating conditions existing at the time of sampling ormeasurement. 

(9VAC5-80-110) 
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92. General Conditions - Recordkeeping and Reporting - Records of all monitoring data 
and support information shall be retained for at least five years from the date of the 
monitoring sample, measurement, report, or application. Support information includes all 
calibration and maintenance records and all original strip-chart recordings for continuous 
monitoring instrumentation, and copies of all reports required by the permit. 
(9 VAC 5-80-110) 

93. General Conditions - Recordkeeping and Reporting - The permittee shall submit the 
results of monitoring contained in any applicable requirement to DEQ no later than March 1 
and September 1 of each calendar year. This report must be signed by a responsible official, 
consistent with 9 VAC 5-80-80 G, and shall include: 

a. The time period included in the report. The time periods to be addressed are January 1 
to June 30 and July 1 to December 31; and 

b. All deviations from permit requirements. For purpose of this permit, deviations 
include, but are not limited to: 

i . Exceedance of emissions limitations or operational restrictions; 

i i . Excursions from control device operating parameter requirements, as documented 
by continuous emission monitoring, periodic monitoring, or Compliance 
Assurance Monitoring (CAM) which indicates an exceedance of emission 
limitations or operational restrictions; or, 

hi. Failure to meet monitoring, recordkeeping, or reporting requirements contained in 
this permit. 

c. If there were no deviations from permit conditions during the time period, the 
permittee shall include a statement in the report that "no deviations from permit 
requirements occurred during this semi-annual reporting period." 

(9 VAC 5-80-110) 

94. General Conditions - Annual Compliance Certification - Exclusive of any reporting 
required to assure compliance with the terms and conditions ofthis permit or as part of a 
schedule of compliance contained in this permit, the permittee shall submit to EPA and 
DEQ no later than March 1 each calendar year a certification of compliance with all terms 
and conditions of this permit including emission limitation standards or work practices for 
the period ending December 31. The compliance certification shall comply with such 
additional requirements that may be specified pursuant to §114(a)(3) and §504(b) ofthe 
federal Clean Air Act. The permittee shall maintain a copy of the certification for five (5) 
years after submittal ofthe certification. This certification shall be signed by a responsible 
official, consistent with 9 VAC 5-80-80 G, and shall include: 

a. The time period included in the certification. The time period to be addressed is 
January 1 to December 31; 
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The identification of each term or condition of the permit that is the basis of the 
certification; 

The compliance status; 

Whether compliance was continuous or intermittent, and i f not continuous, 
documentation of each incident of non-compliance; 

Consistent with subsection 9 VAC 5-80-110 E, the method or methods used for 
determining the compliance status of the source at the time of certification and over 
the reporting period; 

Such other facts as the permit may require to determine the compliance status of the 
source; and 

One copy of the annual compliance certification shall be submitted to EPA in 
electronic format only. The certification document should be sent to the following 
electronic mailing address: 

R3_APD_Permits@epa.gov 

(9 VAC 5-80-110) 

95. General Conditions - Permit Deviation Reporting - The permittee shall notify the 
Piedmont Regional Office within four daytime business hours after discovery of any 
deviations from permit requirements which may cause excess emissions for more than one 
hour, including those attributable to upset conditions as may be defined in this permit. In 
addition, within 14 days of the discovery, the permittee shall provide a written statement 
explaining the problem, any corrective actions or preventative measures taken, and the 
estimated duration of the permit deviation. The occurrence should also be reported in the 
next semi-annual compliance monitoring report pursuant to Conditions 25 and/or 93 of this 
permit. 
(9 VAC 5-80-110 F.2) 

96. General Conditions - Failure/Malfunction Reporting - In the event that any affected 
facility or related air pollution control equipment fails or malfunctions in such a manner 
that may cause excess emissions for more than one hour, the owner shall, as soon as 
practicable but no later than four daytime business hours after the malfunction is 
discovered, notify the Piedmont Regional Office by facsimile transmission, telephone or 
telegraph of such failure or malfunction and shall within 14 days of discovery provide a 
written statement giving all pertinent facts, including the estimated duration of the 
breakdown. Owners subject to the requirements of 9 VAC 5-40-50 C and 9 VAC 5-50-50 C 
are not required to provide the written statement prescribed in this paragraph for facilities 
subject to the monitoring requirements of 9 VAC 5-40-40 and 9 VAC 5-50-40. When the 
condition causing the failure or malfunction has been corrected and the equipment is again 
in operation, the owner shall notify the Piedmont Regional Office. 
(9 VAC 5-80-110 and 9 VAC 5-20-180) 

b. 

c. 

d. 

e. 

f. 

g-



Georgia-Pacific Wood Products LLC 
PermitNumher:PRG50283 

Pago 32 

97. General Condltions-Severabillty-The terms of tins permit are severable. I f any 
condition, required 
circumstance, such invalidity or inapplicability shall not affect or impairthe remaining 
conditions, requirements, orportions ofthe permit. 
(9VAC5-80-110) 

98. General Condltions-Dnty to Comply-The permittee shall complywith all terms and 
conditions ofthis pern^t.A^ypermit noncompliance constitutesaviolati^^ 
CleanAir Act ortheVirginiaAir Pollution Control Law or both and isgroundfor 
enforcement action;forpermit termination, revocation and reissuance, ormodification; or, 
fordenialofapermit renewal application. 
(9VAC 5-80-110) 

99. General Conditions-Need to l^alt or Rednee Activity notaDefense-lt shall not bea 
defenseforapermittee in an enforcement action that it would have been necessary to halt 
orreduce me permitted activity in orderto maintain compliance with the conditions ofthis 
permit. 
(9VAC5-80-110) 

100. GeneralConditions-PerntitModification-Aphysical change in, or change in the 
method of operation of, this stationary source may be subject to permittingunder State 
Regulations9VAC 5-80-50,9VAC5-80-1100,9VAC5-80-1605,or9VAC 5-80-2000 
and mayrequireapermit modification and/orrevisions except as may be authorized in any 
approved alternative operating scenarios. 
(9VAC5-80-110,9VAC5-80-190and9VAC 5-80-260) 

101. General Conditions-Property Rlghts-Thepermit does not convey anypropertyrights 
of any sort, or any exclusive privilege. 
(9VAC5-80-110) 

102. GeneralConditions-Dnty to Snbnntlnformation-The permittee shall f h ^ 
Board, withinareasonable time, anyinformationthatthe Board mayrequest in writingto 
determine whether cause existsformodif^ng, revoking and reissuing, orterminatingthe 
permit orto determine compliance with the permit. Upon request, the permittee shall also 
fhrmsh to the Board copies ofrecordsrequh 
claimed to he confidential, thepermittee shall furnish suchrecords to the Board alongwith 
aclaim of confidentiality. 
(9VAC5-80-110) 

103. General Conditions-Dnty to Snbnntlnformation-Any document (includingreports^ 
required inapermit condition to he submitted to the Board shall containacertificationhya 
responsibleofficial that meets therequirementsof9VAC 5-80-80 G. 
(9VAC 5-80-110) 

104. GeneralConditions-DntytoPayPern^tPees-Theownerofanysourceforwhicha 
permitunder9VAC5-80-50through9VAC 5-80-300was issued shall paypermitfees 
consistentwiththerequirementsof9VAC5-80-310through9VAC5-80-350inaddition 
man annual permit maintenancefee consistent with the requirements of9VAC 5-80-2310 
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through 9 VAC 5-80-2350. The actual emissions covered by the permit program fees for 
the preceding year shall be calculated by the owner and submitted to the Department by 
April 15 of each year. The calculations and final amount of emissions are subject to 
verification and final determination by the Department. The amount of the annual permit 
maintenance fee shall be the largest applicable base permit maintenance fee amount from 
Table 8-11A in 9 VAC 5-80-2340, adjusted annually by the change in the Consumer Price 
Index. 
(9 VAC 5-80-110, 9 VAC 5-80-340 and 9 VAC 5-80-2340) 

105. General Conditions - Fugitive Dust Emission Standards - During the operation of a 
stationary source or any other building, structure, facility, or installation, no owner or other 
person shall cause or permit any materials or property to be handled, transported, stored, 
used, constructed, altered, repaired, or demolished without taking reasonable precautions to 
prevent particulate matter from becoming airborne. Such reasonable precautions may 
include, but are not limited to, the following: 

a. Use, where possible, of water or chemicals for control of dust in the demolition of 
existing buildings or structures, construction operations, the grading of roads, or the 
clearing of land; 

b. Application of asphalt, water, or suitable chemicals on dirt roads, materials stockpiles, 
and other surfaces which may create airborne dust; the paving of roadways and the 
maintaining of them in a clean condition; 

c. Installation and use of hoods, fans, and fabric filters to enclose and vent the handling 
of dusty material. Adequate containment methods shall be employed during 
sandblasting or similar operations; 

d. Open equipment for conveying or transporting material likely to create objectionable 
air pollution when airborne shall be covered or treated in an equally effective manner 
at all times when in motion; and, 

e. The prompt removal of spilled or tracked dirt or other materials from paved streets and 
of dried sediments resulting from soil erosion. 

(9 VAC 5-50-90 and 9 VAC 5-80-110) 

106. General Conditions - Startup, Shutdown, and Malfunction - At all times, including 
periods of startup, shutdown, and soot blowing, and malfunction, owners shall, to the extent 
practicable, maintain and operate any affected facility including associated air pollution 
control equipment in a manner consistent with air pollution control practices for minimizing 
emissions. Determination of whether acceptable operating and maintenance procedures are 
being used will be based on information available to the Board, which may include, but is 
not limited to, monitoring results, opacity observations, review of operating and 
maintenance procedures, and inspection of the source. 
(9 VAC 5-50-20 E and 9 VAC 5-80-110) 
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107. General Conditions-Alternative Operating Seenarios-Contemporaneously with 
makingachange between reasonably anticipated operating scenarios identified in this 
permit the p e r m i t 
underwhich it is operating. The permit shield described in9VAC 5-80-140 shall extend to 
all terms and conditions under each such operating scenario. The terms and conditions of 
each such alternative scenario shall meet all applicable requirements including the 
requirements of9VAC5Chapter 80, Article 1. 
(9VAC5-80-110) 

108. General Conditions-Inspection and Entry Reqnirements-The permittee shall allow 
DEQ, upon presentation of credentials and other documents as may be required by law,to 
perform thefollowing: 

a. Enterupon the premises where the source is located or emissions-related activityis 
conducted, orwhere records must be kept underthe terms and conditions ofthe 
permit. 

h. Elave access to and copy,at reasonable times, anyrecords that must be kept underthe 
terms and conditions ofthe permit. 

c. Inspect at reasonable times anyfacilities, equipment (includingmonitoring and air 
pollution control equipment), practices, or operations regulated orrequiredunderthe 
permit. 

d. Sample ormonitor at reasonable times'substances orparametersforthe purpose of 
assuring compliance with the permit or applicable requirements. 

(9VAC5-80-110) 

t09.General Conditions-ReopeningEor^anse-Tbe permit shall be reopened by rhe Board 
i f additionalfederal requirements become applicable toamajor source witharemaining 
permit term of three years ormore. Such reopening shall be completed no laterthanl8 
months afterpromulgation ofthe applicable requirement. No suchreopeningis required i f 
me effectivedate ofthe requirement is laterthan the dateon which thepermit is due to 
expire, unless the original permit or any ofits terms and conditions has been extended 
pmsuantto9VAC5-80-80E.Theconditionsforreopemngapermitareasfollows: 

a. Thepermit shall bereopened ifthe Board orthe administrator determines that the 
permit containsamaterial mistake orthat inaccurate statements were made in 
establishingthe emissions standards or otherterms or conditions ofthe permit. 

b. The permit shall bereopened ifthe administrator orthe Board determines thatthe 
permit must be revised orrevoked to assure compliance with the applicable 
requirements. 

c. Thepermit shall not bereopened bythe Board i f additional applicable state 
requirements become applicable toamajor source priorto the expiration date 
establishedunder9VAC5-80-110D. 

(9VAC5-80-110) 
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110. G^neralConditions-Pern^tAvailability-Witlnnfivedaysafierreceiptofth^ 
permit, the permittee shall maintain me permit on the premisesforwhich the permit has 
been issued and shall make the permit immediately available to DEQ upon request. 
^VAC5-80-110and9VAC5-80-150) 

111. General Conditions-Transfer ofPern^ts-No person shall ttansferapermit from on^ 
location to another, unless authorized under^VAC 5-80-130, or from one piece of 
equipment to another. 
^VAC5-80-110and9VAC 5-80-160) 

112. General Conditions-Transfer ofPern^ts-mthecaseofafransfer of ownership ofa 
stationary source, the new owner shall complywith any current permit issued to the 
previous owner. The new owner shall notif^me Board ofthe change in ownership within 
30 days ofthe transfer and shall complywith the requirements of9VAC5-80-200. 
^VAC5-80-110and9VAC5-80-160) 

113. General Conditions-Transfer ofPernnts-lnthe case ofaname change ofastationary 
source, the owner shall complywith any current perrnit issued underthe previous source 
name. The owner shall notitythe Board ofthe change in source name within 30 days ofthe 
name change and shall complywith the requirements o f^VAC 5-80-200. 
^VAC5-80-110and9VAC 5-80-160) 

114. GeneralConditions-Perntit Revocation or Ternnnation for Canse-Apermitmay be 
revoked orterminatedpriorto its expiration date ifthe owner knowinglymakes material 
misstatements in the permit application or any amendments thereto orifthe permittee 
violates,fails, neglects orrefhses to complywith the terms or conditions ofme permit, â  
applicable requirements, orthe applicable provisions of9VAC5Chapter 80 Articlel.The 
Board may suspend, under such conditions andfor such period oftime as the Board may 
prescribe anypermitfor any groundsfor revocation orterminationorfor any other 
violations of these regulations. 
^VAC5-80-110,9VAC5-80-190Cand9VAC 5-80-260) 

115. General Conditions-Dnty to Supplement or Correct Application-Any applicant who 
fails to submit anyrelevantfactsorwho has submitted incorrect information inapermit 
application shall, upon becoming aware of suchfailureorincorrect submittal, promptly 
submit such supplementaryfacts or corrections. An applicant shall also provide additional 
information as necessary to address anyrequirements that become applicable to the source 
afrerthedateacomplete application was filed but priorto release ofadraft permit. 
^VAC5-80-110and9VAC 5-80-80 E) 

116. General Conditions-Stratospheric ^oneProtection-lfthepermittee handles or emits 
one ormore Classlor 11 substances subject toastandard promulgated under or established 
by Title VI (Stratospheric Gzone Protection) ofthefederal Clean Air Act, the permittee 
shall complywith all applicable sections of 40 CPRPart 82, SubpartsAtoP. 
(9VAC5-80-110and40CPRPart82) 

ll^.General Conditions-Asbestos Reqnirements-The permittee shall comply with the 
requirements ofNational Emissions Standardsfor Hazardous Air Pollutants(40CPR61) 
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Subpart M, National Emission StandardsforAshestos as it applies to thefollowing: 
Standardsfor Demolition and Renovation(40CPR61.145), Standardsformsu^^ 
Materials(40CER61.148),andStandardsforWasteDisposal(40CER61.150). 
(9VAC5-60-70and9VAC 5-80-110) 

118. General Conditions-Accidental Release Prevention-lfthe permittee has more, orwill 
have more thanathreshold quantify ofaregulated substance inaprocess, as determined hy 
40 CPR 68.115, thepermitieeshall complywith therequirements of 40 CERPart 68. 
^VAC5-80-110and40CPRPart68) 

119. General Conditions-Changes to Pern^ts for Ennssions Trading-No permit revision 
shall be required under anyfederally approved economic incentives, marketable permits, 
emissions tiading and other similarprogramsorprocessesfor changes that are providedfor 
in this permit. 
(9VAC5-80-110) 

120. GeneralConditions-EnnssionsTrading-Where the trading of emissions increases and 
decreases witfhn the permitiedfacility is to occm within the context oftlns permit 
the extent that me regulations providefortiading such increases and decreases without 
case-hy-case approval ofeach emissions trade: 

a. All terms and conditions required under9VAC5-80-110, except subsection N, shall 
he included to determine compliance. 

h. Thepermit shield described in9VAC 5-80-140 shall extend to all terms and 
conditions that allow such increases and decreases in emissions. 

c. Theowner shall meet all applicablerequirementsincludingtherequirementsof9 
VAC 5-80-50tbrougb9VAC 5-80-300. 

(9VAC5-80-110) 
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Attachment A 
Emission Factors for Criteria Pollutants 

From the wood-fired boiler (WWB) 

Pollutant Emission Factor 
PM (filterable) 0.15 lb/MMBtu 
PM (condensable) 0.0167 lb/MMBtu 
CO 1.58 lb/MMBtu 
NOx 0.35 lb/MMBtu 
S0 2 0.043 lb/MMBtu 
VOC (as propane) 0.029 lb/MMBtu 
Lead 0.000216 lb/MMBtu 


